
 
 
 
 
 
 
 
 
 
 

Robots   SCARA - SERIE YKx  Standard      
 

www.new-mat.fr 

Modèle YK120x YK150x YK180x YK220x YK250xH YK350xH YK400xH YK500XG YK550x YK600XG YK600XGH YK700XG YK800XG YK900XG YK1000XG YK1200X 

Rayon de travail 120 150 180 220 250 350 400 500 550 600 600 700 800 900 1000 1200 

Course Z maxi 30 30 100 100 150 150 150 200/300 200 200/300 200/400 200/400 200/400 200/400 200/400 400 

Charge maxi 0.5kg 1kg 3kg 10kg 5kg 10kg 20kg 50kg 

X/Y  1.8m/s 2.1m/s 3m/s 3.7m/s 4m/s 5m/s 6m/s 7.6m/s 6.7m/s 8.4m/s 7.7m/s 8.4m/s 9.2m/s 9.9m/s 10.6m/s 7.4m/s 

Z 0.7m/s 0.7m/s 1m/s 1m/s 1m/s 1m/s 1m/s 2.3m/s 2.3m/s 2.3m/s 2.3m/s 2.3m/s 2.3m/s 2.3m/s 2.3m/s 0.75m/s 
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R 1700°/s 1700°/s  1700°/s  1700°/s  1020°/s 1020°/s 1020°/s 1700°/s 1700°/s 1700°/s 1020°/s 1020°/s 1020°/s 1020°/s 1020°/s 600°/s 

X/Y ±0.005 ±0.005 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.02 ±0.01 ±0.02 ±0.02 ±0.02 ±0.02 ±0.02 ±0.05 

Z ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.01 ±0.02 
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R ±0.006° ±0.006° ±0.01° ±0.01° ±0.005° ±0.005° ±0.005° ±0.005° ±0.005° ±0.005° ±0.005° ±0.005° ±0.005° ±0.005° ±0.005° ±0.005° 

Temps de cycle 
STD 

0.42s 0.45s 0.39s 0.39s 0.54s 0.54s 0.66s 0.45s 0.38s 0.46s 0.47s 0.42s 0.48s 0.49s 0.49s 0.91s 

 

SCARA – Série YKx  

 
 

YK150X 
YK400XH 

YK700XG 

YK1200X  


